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Description
High-performance gear oil with a wide range of
applications with high stress across the tooth face.
Gear oils of this type are recommended by automotive
and transmission manufacturers for use in
synchronized and non-synchronized-synchronized
manual transmissions, engines in construction
equipment, agricultural machinery and tractor units,
and axle drives in standard operations.

Specifications / Approvals
API GL4

Meguin recommends this product for vehicles
or assemblies for which the following
specifications or original part numbers are
required:
MIL-L 2105

Characteristic data
SAE class (gear oils) 140 

SAE J306
Density at 15 °C 0,905 g/cm³

DIN 51757
Viscosity at 40 °C 378 mm²/s

ASTM D 7042-04
Viscosity at 100 °C 28,4 mm²/s

ASTM D 7042-04
Viscosity index 103 

DIN ISO 2909
Pour point -12 °C

DIN ISO 3016
Flash point 222 °C

DIN ISO 2592
Foaming behavior at 24 °C 0/0 ml

ISO 6247
Foaming behavior at 93.5 °C 0/0 ml

ISO 6247
Foaming behavior at 24 °C after
93.5 °C

0/0 ml
ISO 6247

Oxide ash 0,01 g/100g
DIN EN ISO 6245

Sulfate ash 0,02 g/100g
DIN 51575

Behavior towards nitrile rubber
(NBR) seals

verträglich 
DIN 53538 Teil 1

Color number (ASTM) 5 
DIN ISO 2049

Available pack sizes

Available pack sizes
20 l Canister plastic 6314
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